EXISTING TYPICAL SECTION
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STATION T0 STATION STATION EQUATIONS:
350+00. 00 526+64. 06 (N.B.&S.B.) STA 526+64.08 BK = STA 83+45.47 AH
[ 83+43.47 401+15. 77 (N.B.) STA 373+56. 20 BK = STA 373+51.69 AH
¢ F.AL 57 83+43.47 135+00. 00 (S.B.)
| 346+13. 00 % 401+15. 77 (S.B.)
|
24'-0" & VARIES 80" 12'-0" | 12/-0" 12'-0" OMISSIONS
! STATION 10 STATION
4-0" 10'-0" RT 393+55. 82 RT 400+94.
LT 394+05. 05 LT 400+94.
5 RT 361+58. 66 RT 363+67.
LT 361+26.63 LT 363+35.
RT 399+48. 48 RT 401+32.
LT 399+31. 38 LT 401+15.
STRIPE (TYP) RT 454+20. 95 RT 457+24.
e /FT
! SUB-BASE GRANUL AR
MATERIAL, TYPE A, 6 JOINTED P.C.C. AGGREGATE SHOULDERS, TYPE B (WEDGE)
P.C.C. BASE COURSE WIDENING, 12!/, PAVEMENT, 107
POLYMERIZED BITUMINOUS CONCRETE SURFACE BITUMINOUS SHOULDERS, SUPERPAVE, 174"
COURSE, SUPERPAVE, MIX D, N105, 134" LOCATION #2
POLYMERIZED BITUMINOUS CONCRETE BINDER P.C.C. BASE COURSE WIDENING, 12/5"
COURSE, SUPERPAVE, IL-19.0, NLOS5, 3/4"
STATION E STATION
135+00. 00 346+13. 00 (S.B)
\
¢ F.AL 57
\
| .
24'-0" & VARIES 80" 12'-0" \ 12°-0" 12'-0"
|
40" 10'-0"
STRIPE (TYP.)
5/8///FT ‘ 3/\@”/FT %///FT
| AGGREGATE SHOULDERS ,\W

MATERIAL, TYPE A, 4"

STABILIZED SHOULDERS

JOINTED C.R.C. PAVEMENT,

POLYMERIZED BITUMINOUS CONCRETE SURFACE
COURSE, SUPERPAVE, MIX D, N105, 1¥4"

7" & 8" (VARIES)

POLYMERIZED BITUMINOUS CONCRETE BINDER
COURSE, SUPERPAVE, IL-19.0, N105, 3'/4"

AGGREGATE SHOULDERS, TYPE B (WEDGE)

BITUMINOUS SHOULDERS, SUPERPAVE, 13,

LOCATION #2
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